
ATTENTION: The assembly of this
product can be complicated and
requires a good technical
understanding. If you are not sure of
how to do this, have a specialty garage
perform the mounting and service.
SW-MOTECH accepts no liability for
damages caused by improper
installation.

All screws, bolts and nuts, including
all replacement hardware provided by
SW-MOTECH, should be tightened to
the torque specified in the OEM
maintenance manual for your
motorcycle. If no torque specifications
are provided in the OEM maintenance
manual, the following torques may be
used:

All screws, bolts and nuts should be
checked after driving the first 50 km
to ensure that all are tightened to the
proper torque.

Medium strength liquid thread-locker
(i.e., "Locktite") should be used to
secure all screws, bolts and nuts.

Max. Load On Rear Carrier: 7.5 Kg
(16.5 lbs) inclusive case and adapter
or the motorcycle manufacturer’s weight
limit, whichever is less.

Subject to change. Not responsible for
typos.
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Sichern Sie alle Schrauben mit flüssiger Schraubensicherung.
Achtung: Falls die Montage einer Adapterplatte vorgesehen ist,
MÜSSEN die Haltenocken am ALU-RACK vor dessen Anbau am
Motorrad verschraubt werden.

Secure all screws with liquid thread locker.
Attention: Cam-locks from adapter kit MUST be installed before
attaching the ALU-RACK to the vehicle.


